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DATA SHEET

 FLUORINOID NO. FL 305

DESCRIPTION

PFA

FORMULATION
COPOLYMER OF TETRAFLUORORTHYLENE AND





PERFLUORO ALKYL VINYL ETHER
TYPICAL APPLICATIONS

A melt processible fluoropolymer with chemical resistance and thermal properties which are as good as those of PTFE. Maximum use temperature of 260°C.

TYPICAL PHYSICAL PROPERTIES #

SPECIFIC GRAVITY
(ASTM D1457)


 

2.13 – 2.17

TENSILE STRENGTH (ASTM D1457)



20 - 30 MPa

ELONGATION
(ASTM D1457)



 

250 - 300 %

SHORE D HARDNESS (ASTM D2240)



55 - 60

#
These figures are typical values for the material and do not represent a product specification. Properties will vary depending on the source of raw material, method of processing, physical form of the product, direction of measurement etc.
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All information supplied by or on behalf of Alperton Engineering Ltd in relation to its products, whether in the nature of data recommendations or otherwise is supported by research and believed reliable but Alperton Engineering Ltd assumes no liability whatsoever in respect of application processing or use made of the aforementioned information or products or any consequence thereof. The buyer undertakes all liability in respect of the application processing or use of the aforementioned information or product, whose quality and other properties he shall verify or  any consequence thereof. No liability whatsoever shall attach to Alperton Engineering Ltd for any infringement of the rights owned or controlled by a third party intellectual industrial or other property by reason of the application processing or use of the aforementioned information or products by the buyer.  

